Enviro Klean® DriKlean Cleaner Cleaning Specification 

Specifier Note:  The information provided below is intended to guide the Architect in developing specifications for products manufactured by PROSOCO, Inc. and should not be viewed as a complete source of information about the product(s).  The Architect should always refer to the Product Data Sheet and SDS for additional recommendations and for safety information 

Specifier Note:  Paragraph below is for PART 1 GENERAL, Quality Assurance.  

Test Area 
Test a minimum 1 ft. by 1 ft. area on each type of masonry. Use manufacturer’s application instructions.  Let the test panel dry 3 to 7 days before inspection. Keep test panels available for comparison throughout the cleaning project. 

Specifier Note:  Paragraphs below are for PART 2 PRODUCTS, Manufacturers and Products.  

Manufacturer
PROSOCO, Inc., 3741 Greenway Circle, Lawrence, KS 66046.  Phone: (800) 255-4255; Fax: (785) 830-9797.  E-mail:  CustomerCare@prosoco.com

Product Description
Enviro Klean® DriKlean is a unique cleaning compound designed for interior cleaning where traditional liquid cleaners cannot be used safely or where rinsing may be impractical. DriKlean is sprayed, rolled, or brushed onto the surface. The cleaner and soiling is easily peeled off after drying. DriKlean removes dust, soot, oils and other surface soiling. Enviro Klean® DriKlean is gentle, powerful and safe for use on smooth sensitive surfaces including limestone, sandstone, marble, travertine, plaster and terra cotta as well as traditional masonry such as concrete, mortar and brick.

TYPICAL TECHNICAL DATA
FORM: Viscous white liquid
SPECIFIC GRAVITY: 0.99
pH: 9.8
WEIGHT/GALLON: 8.27 pounds
ACTIVE CONTENT: not applicable
TOTAL SOLIDS: not applicable
VOC CONTENT: less than 0.5 percent
FLASH POINT: greater than 212 degrees Fahrenheit (greater than 100 degrees Celsius) ASTM D3278
FREEZE POINT: 32 degrees Fahrenheit (0 degrees Celsius)
SHELF LIFE:  1 year in tightly sealed, unopened container

Limitations
· Not recommended for wood furniture or other finely finished wood surfaces.
· Not for use on gilded or other vulnerable surface finishes.
· Product efficiency is reduced when temperatures are below 40 degrees Fahrenheit (4 degrees Celsius) or above 90 degrees Fahrenheit (32 degrees Celsius).

Specifier Note:  Paragraphs below are for PART 3 EXECUTION, Installation.

Application
Before applying, read Preparation section in the Manufacturer’s Product Data Sheet and the Safety Data Sheet for DriKlean. Use DriKlean in concentrate for most application. For spray application, DriKlean may be diluted up to 9 parts cleaner to 1 part fresh water. 

SPECIFIER NOTE: Extremely porous masonry or masonry with a rough texture may need two coats to ensure ease in peeling. Before overall application, always test a small area to confirm coat thickness and peelability.

1. Mask off areas not to be cleaned with polyethylene film. 
2. Work in sections no larger than 10 feet x 10 feet (3 meters x 3 meters) and apply masking tape to at least one leading edge to facilitate easier removal.
3. Apply DriKlean in a heavy coat of approximately 40–60 mils wet (60 mils = 1/16 inch). Apply the coating over the edges of the polyethylene film or masking for a good seal around edges of area being cleaned and to facilitate removal. 
4. Allow to dry completely. DriKlean typically dries and is ready to peel in approximately 12 to 18 hours but may take up to 24 hours depending on film thickness, temperature and humidity. Film is dry when it becomes translucent. Do not allow film to remain on surface longer than 3 days prior to removal. 
5. Starting at one edge pull the dried film from the substrate surface and dispose in accordance with local, state and federal regulations. If coating does not peel easily or breaks in pieces during removal, the coating was not applied thick enough. Reapply, allow to dry and remove.

Cleanup
Clean tools and equipment with soap and water. Dried material may simply be peeled off.
